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NOTES:
LEGEND 1. Signs XW6-3-B and R4-1-B shall be used only with
S temporary channelizing devices.
Temporary Pavement Marking, White, 4" .
2. See Standard Drawing E 801-TCCO-07 for
Temporary Pavement Marking, Yellow, 4" Sections, A-A , B-B.
Temporary Pavement Marking, White, 8" 3 Ee:01st$g(ipa\;d03rfaWiggs-E E;O1-T((j:DV—0:1 ﬂ;tr'u INDIANA DEPARTMENT OF TRANSPORTATION
- -07 for barricade and construction
[4] Temporary Pavement Marking, Yellow, 8" sign mounting information. TEMEﬂ%ﬁ; (?ERSS'?/?IXERS
[5] Line, Soild Yellow, 4", Remove 4 For channelizating devices see SEPTEMBER 2003
Standard Drawing E 801-TCDV-01. STANDARD DRAWING NO. E 801-TCCO-02
(6] Line, Broken White, 4" Remove 5 See Standard Drawing E 801-TCDV-03 for required L Uy
Temporary Concrete Barrier or Channelizing Devices length of taper section for channelizing devices when Lot oy Lurmaden___ 90203

construction zone speed limits are less than 55 MPH.

6 See Standard Drawing E 801-TCLG-01 for General
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